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4 ACP Production lines.  
Painting line 
Between 2 mm - 6 mm production.
 Dimensions between 1000 mm – 1600 mm.
*2000 mm wide for signage.

WORLDWIDE SUCCESS.

Address: Hatip Mahallesi Ali Osman Çelebi Bulvarı No:140 59860 Çorlu, Tekirdağ - TURKEY
Phone: +90 282  661 10 10   Fax: +90 282 661 10 11

E-Mail: export@albond.com.tr   Web: www.albond.com.tr



Yanmazlık Sınıf ları : B1 - B2
Kalınlık : 3 mm - 4 mm - 5 mm - 6 mm
Genişlik : 1250 mm - 1500 mm (Sipariş üzerine 1000 mm)
Uzunluk : 2000 mm - 6400 mm aralığında
Parlaklık : %30 - 35

50-905-0912 BLACK 50-906-0912 SILVER 50-916-0912 TRAFFIC WHITE 50-950-0912 GREY METALLIC

50-M722-0912 DARK GREY METALLIC 50-P302-0912 GLOSSY RED

50-P905-0912 GLOSSY BLACK 50-P916-0912 GLOSSY WHITE 50-W202-1013 TEAK LIGHT

50-LM02-1112 GOLD MIRROR50-LM01-1112 SILVER MIRROR

50-522-0912 NIGHT BLUE 50-629-0912 MINT GREEN 50-632-0912 SIGNAL GREEN50-113-0912 PEARL WHITE

50-123-0912 YELLOW 50-209-0912 ORANGE

50-302-0912 TRAFFIC RED 50-303-0912 RUBY RED

50-502-0912 ULTRAMARINE BLUE

50-W204-1013 WALNUT LIGHT

 *Minimum order quantity is 800 m² (if not available in stock)
• Printed Samples represent the realistic version of a finish. Real samples are available upon request. • Custom Designs and colors are available upon request

• Double side production availability upon request • A 3rd layer of a transparent paint can be applied for coastal quality need upon request.
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